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An Online Event-based Grid Impedance Estimation
Technique Using Grid-connected Inverters
Nabil Mohammed, Student Member, IEEE, Tamas Kerekes, Senior Member, IEEE, and Mihai Ciobotaru, Senior
Member, IEEE,
Abstract—An increasing intake of grid-connected inverters
could change the characteristics of low voltage networks includ-
ing the equivalent grid impedance seen by each inverter at its
point of common coupling (PCC). This can impact the overall
performance of the inverters, and thus it becomes necessary
for grid-connected inverters to estimate the grid impedance
online. However, there are some challenges when it comes to
grid impedance estimation using grid-connected inverters. These
include the estimation accuracy and the associated power quality
issues that are mainly related to the amplitude, frequency and
time period of the injected disturbance into the grid. To address
these challenges, a novel online event-based grid impedance
estimation technique for grid-connected inverters is proposed in
this paper. This technique combines an active grid impedance
estimation technique, based on variations of the inverter’s output
power (active (P) and reactive (Q) power variations), and the
continuous monitoring of the positive-sequence amplitude of
the PCC voltage. The main advantage is that the estimation
technique only performs a deliberate perturbation of P and Q
if there is a certain change in voltage magnitude related to grid
impedance change. This will significantly reduce the occurrence
of required PQ variations, thus minimizing the power losses and
the impact on power quality. Simulation and experimental results
of a grid-connected inverter system validate the performance of
the proposed technique.
Index Terms—Impedance measurement, Power system identi-
fication, Modeling, Inverters, Voltage monitoring, PQ variations.
I. INTRODUCTION
THE extensive integration of distributed generation unitstransforms the existing low-voltage (LV) distribution
network from a passive to an active mode. The active mode
comprises of both local power generators and loads. While
this new shift enables more integration of distributed energy
resources (DERs), several challenges are posed such as reverse
power flow and voltage rise/drop along the feeders, especially
in distribution networks with high intake of solar photovoltaic
(PV) inverters. In this context, grid-connected inverters, which
play a major role in the operation of such networks, can
help the grid by providing ancillary services such as voltage
regulation, frequency support, and low voltage ride-through
capability. To enable such functions, it is necessary for the
grid-connected inverters to estimate the grid parameters online
such as grid voltage, grid frequency, and grid impedance [1],
[2].
The information of grid impedance at the fundamental
frequency is beneficial for the reliable operation of grid-
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connected inverters. It can be utilized as an additional degree
of freedom for enhancing the overall performance of inverters
[3]–[7]. For example, the estimated grid impedance at funda-
mental frequency was used for islanding detection [3], voltage
control [4], reactive power support [5], decoupling the inner
current loops in synchronous (dq) reference frame [6], and
robust control of grid-connected inverters such as the adap-
tive tuning of the synchronous reference frame phase-locked
loop (SRF-PLL) to cope with grid impedance variations [7].
Furthermore, the estimated wideband grid impedance was used
for stability analysis based on generalized Nyquist criteria [8],
[9], fault detection [10], and short circuit current calculation
[11]. On the other hand, there are some potential challenges
associated with the lack of grid impedance information. These
include the risk of negative impedance instability [13] and the
poor performance of the distributed generation units due to the
variations of the grid impedance, especially the increase in the
grid inductance [7]. While the output impedance of inverters is
derived from its design specification [14], the major challenge
with the grid impedance is that it is a time-varying variable
and it cannot be measured directly at the point of common
coupling (PCC). Hence, online estimation techniques should
be adopted.
Online grid impedance estimation techniques are broadly
divided into passive and active techniques. Passive tech-
niques deploy normal system operation to estimate the grid
impedance. The main advantage of these techniques is that
they do not disturb the system [15]. Examples of these tech-
niques are extended Kalman filter (EKF) [16] and recursive
least squares (RLS) [3], [17], [18]. Overall, the common
drawback of the passive techniques is their low estimation
accuracy. Furthermore, the main challenges with EKF are the
tuning process of the unknown parameters of the measurement
noise covariance matrix and the process noise covariance
matrix, that influence the estimation performance of the EKF
algorithm. Furthermore, the implementation of RLS requires
further complexity for grid synchronization [17] and commu-
nication [18].
In contrast, active grid impedance estimation techniques
intentionally disturb the grid and then perform data acquisition
and signal processing. They provide more accurate results
compared to the passive techniques [15]. Active techniques
include, for example, frequency-based injection techniques,
where the injected disturbance signal could be: 1) a single
frequency at 600 Hz [19], 300 Hz [5], or 75 Hz [4]; 2) dual
frequencies at 400 Hz and 600 Hz [19]; or 3) a large spectrum
of frequencies which include pseudo-random binary sequence
(PRBS) [8], [9], [21]. Active techniques also include current
impulse injection [7] and transient voltage injection [20]. The
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common drawbacks of the active techniques are: 1) additional
injected disturbance to the grid which may lead to power
quality issues; 2) complex post-processing of the acquired data
which usually involves Discrete Fourier Transform (DFT); 3)
long estimation time required to obtain accurate estimation
results, for instance, the need to generate the PRBS with low-
frequency resolution; and 4) high magnitude of the injected
impulse disturbances, which could affect the estimation accu-
racy due to excitation the system non-linearity.
Apart from the above mentioned active techniques, grid
impedance estimation based on variations of the inverter’s
output power (PQ variations) has gained more interest due to
its simple implementation and highly reduced computational
burden [22]–[27]. This technique was proposed initially by
[22] for a single-phase grid connected system controlled in the
stationary reference frame (αβ-axis). This technique relied on
two operating points sampled at specific instances during the
active and reactive power (PQ) variations. A similar approach
was presented in [23] and [24] for three-phase grid-connected
inverter systems. For inverters controlled in the synchronous
reference frame (dq reference frame), authors of [25] and
[26] proposed new methodologies based on four operating
points for PQ variations to minimize the effects of the inherent
dq reference frame coupling, thus improving the estimation
accuracy. However, the major drawbacks with these techniques
include: 1) decreasing the energy yield of the distributed
generation units due to the need to set the active power to
zero while estimating the grid inductance, and setting the
reactive power to zero while estimating the grid resistance;
and 2) increasing the estimation time when compared to two
operating points method.
Recently, a new PQ variations technique based on three
operating points was proposed as a trade-off between the
estimation accuracy and the required estimation time for
inverters controlled in the dq reference frame [27]. The main
advantage is that it does not require to set the active or reactive
power to zero during the estimation. This technique was
embedded into dq reference frame of a positive- and negative-
sequence control (PNSC) strategy to cope with the unbalanced
operation. However, the performance of this technique was
tested using simulation only. Additionally, all the above studies
on grid impedance estimation using PQ variations have a
common drawback of applying periodic PQ variations, which
is 1) unnecessary if there are no changes in the impedance;
and 2) it may lead to voltage flickers in presence of multiple
inverters using the same technique.
Even though the typical equivalent grid impedance at any
given point along a feeder is a time-varying parameter with
clear day- and night-time patterns [28] and [29], its value
varies occasionally rather than continuously over the time.
In normal operation, the causes of such variations are pre-
dominantly related to changes in the output power of DERs
and load profile. Therefore, as a trade-off between the active
and the passive grid impedance estimation techniques using
grid-connected inverters, recent works propose hybrid/event-
based grid impedance estimation strategies. The authors of
[30], proposed a hybrid estimation technique based on a
Luenberger observer to trigger the pulsed signal injection
Fig. 1: A simplified diagram of the three-phase grid connected
inverter system including the proposed grid impedance estima-
tion technique: (a) Measurements conditioning, (b) Online grid
impedance estimation, (c) Current references calculation, (d)
Inner-current controller and PWM pulses generation.
when a grid impedance change is detected. Even though
this led to a significant reduction in the distortion time, a
more complex grid impedance estimation was used since it
deployed an observer, pulsed signal injection and RLS. A
parametric estimation technique for grid admittance based on
pulsed signal injection was also proposed in [31]. This is a
hybrid technique that relies on sensitivity analysis to inject
the required disturbance signal to the grid.
Nevertheless, the hybrid grid impedance estimation tech-
niques in both [30], [31] still required frequency-based distur-
bance injection into the grid to estimate the grid impedance.
Additionally, the required complex post-processing of the
measurements is computationally demanding and the real-time
implementation of these techniques can be challenging.
This paper proposes a novel online event-based grid
impedance estimation technique at fundamental frequency
relying on PQ variations. The technique consists of combining
an accurate active grid impedance estimation technique (PQ
variations based on three operating points) with monitoring
the PCC voltage magnitude. Under normal operation, the
changes in grid impedance will be detected by monitoring
the PCC voltage magnitude. The estimation technique will be
activated only if a certain change in the voltage magnitude is
observed. As a result, PQ variations are performed only in such
situations, thus minimizing the power losses and the impact
on power quality by avoiding periodic disturbances as in [22]–
[27]. The proposed approach is valid for balanced three-phase
systems. It offers several advantages:
1) simple algorithm requiring only three samples to per-
form the estimation of the grid impedance parameters
2) minimizing the disturbance time
3) ability to distinguish between various operating scenar-
ios of the inverter to avoid unnecessary PQ variations
The rest of the paper is organized as follows: a detailed
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TABLE I: Simulation parameters of the system.
Description Symbol Value Unit
Grid voltage (L-G, MAX) Vg 230
√
2 V
System angular frequency ωs 2π50 rad/s
Grid resistance Rg 0.4 Ω/ km
Grid inductance Lg 0.35/ωs H/km
Inverter DC input voltage Vdc 650 V
Inverter nominal power Pn 2.2 kW
Inverter nominal current (L-G, RMS) In 3.19 A
Inverter-side filter inductance Lf1 3 mH
Grid-side filter inductance Lf2 0.6 mH
Filter capacitor Cf 4 µF
Damping resistance Rd 3.7 Ω
Switching frequency fsw 10 kHz
Sampling frequency fs 10 kHz
description of the proposed technique including the system
modeling of the grid-connected inverter is illustrated in Section
II. Section III presents the simulation results of the proposed
online event-based grid impedance estimation. In Section IV,
the experimental validation and results are presented. Finally,
the conclusions are summarized in Section IV.
II. DESCRIPTION OF PROPOSED TECHNIQUE
A. Inverter System Modelling
The grid-connected inverter system considered in this paper
is depicted in Fig. 1. The inverter is fed by a constant DC
voltage source and connected to the grid through an LCL
filter. The low voltage distribution network is modeled by an
equivalent Thévenin model, as will be illustrating in the next
subsection.
The inverter control is implemented in the dq reference
frame. Moreover, the open-loop power control strategy is used
to generate dq-current references (I∗d , I
∗
q ). The control loop is
modified in order to allow the implementation of the proposed
online grid impedance estimation algorithm. For example, the
required active and reactive power variations (∆P, ∆Q) can
be added to the power references (P ∗, Q∗).
B. Equivalent Thévenin Models of Grid Impedance: RL Model
vs RLC Model
The low voltage distribution network is usually represented
by an equivalent Thévenin model. This model is consisting
of a grid voltage source (Vg) and a grid impedance (Zg).
The grid impedance is represented by either the RL model
(Zg, RL) or the RLC model (Zg, RLC), as shown in (1) and
(2), respectively. In the first model, Zg is represented as series
resistance (Rg) and inductance (Lg). However, the second
model includes the equivalent network capacitance seen at the
PCC (Cg). Therefore, the RLC model will have an additional
branch (Z2 = 1/sCg) in parallel with (Z1 = Rg + sLg) [21],
[33].
Zg, RL(s) = Rg + sLg (1)


















































Fig. 2: Equivalent models of grid impedance: RL model vs
RLC model.
It is a common practice in the power electronics community
to consider the equivalent RL model of the utility grid [34].
To further illustrate the differences between the RL and RLC
models, Fig. 2 compares the bode plots for RL model and
RLC models of the grid impedance. In both models, the
values of Rg and Lg are listed in Table I. In addition, the
value of Cg is set to 0.35 µF for the RLC model. Fig. 2
clearly shows that both the RL model and RLC model are
identical at low frequencies, including 50 Hz. Therefore, the
RL model is considered in this paper as it is sufficient to
obtain an accurate representation of the grid impedance at the
fundamental frequency. Additionally, the subscript RL will be
omitted from Zg, RL for the rest of this paper.
C. Detection of Grid Impedance Variations by Monitoring the
PCC Voltage
In balanced grid operating conditions of the inverter system
shown in Fig. 1, the PCC phase voltage vector Vpcc can be
generally expressed as
Vpcc = Ipcc × Zg + Vg (3)
where Ipcc and Vg are inverter output current and grid volt-
age vectors, respectively. Zg= Zg∠θZg is the grid impedance
vector of the RL model at system frequency (ωs). Equation (2)
reveals that: (1) If Ipcc, Vg and Zg are constant for a certain
steady-state operation condition, Vpcc will remain constant;
and (2) for a constant value for Vg , any change in Vpcc will
be caused by either a change in Zg or Ipcc. Therefore, an
algorithm for detecting the grid impedance changes based on
Vpcc monitoring can be established. It is worth mentioning
that this algorithm should distinguish between the various
operation scenarios of the inverter. For example, it should be
able to identify what caused the change in PCC voltage, and
whether it is due to changes in Zg or in inverter’s output
current/inverter’s P and Q of the inverter itself.
To illustrate how the changes in grid impedance translate
into changes in Vpcc, let us denote the magnitude of the
voltage drop across the equivalent grid impedance by ∆VZg =
Ipcc×Zg . By considering the inverter system parameters listed
in Table I, Fig. 3 shows the relation between the ∆VZg and
the corresponding various grid impedance values ranging [0.1-
1.5]×Zg , where Zg =
√
0.42 + 0.352 = 0.53 Ω. Different
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Fig. 3: Voltage drop across the equivalent grid impedance as
a function of cable lengths and inverters rated from 1 kW to
10 kW.
case studies are investigated corresponding to inverters with
various power ratings ranging 1-10 kW. It can be observed that
larger voltage drops are associated with larger values of Zg .
Furthermore, the largest voltage drop value is 16.34 V. This
value is associated with the 10 kW inverter where the grid
impedance equal to 1.5×Zg . Another example is the voltage
drop across the impedance for 2 kW and 5 kW for 1×Zg is
2.18 V and 5.45 V, respectively. It can be concluded from Fig.
3 that each value for ∆VZg corresponds to a specific operating
point of the inverter system, which is determined by the
inverter output current and grid impedance. Therefore, ∆VZg
could be utilized for grid impedance monitoring purposes. It
will be seen by the inverter as a change (increase or decrease)
in the voltage that is being added to the grid source voltage.
To facilitate easy implementation of the grid voltage moni-
toring at the PCC, the grid voltage monitoring algorithm could
be achieved based on its dq-components since the inverter con-
troller is implemented in the dq reference frame. Furthermore,
it is sufficient to monitor the amplitude of its d component,
Vpcc ∼= Vd. The sensed q component of the voltage (Vq) can
be neglected since it is regulated to zero by the PI controller
of the synchronous reference frame phase-locked loop (SRF-
PLL). Hence, ∆VZg can be expressed mathematically in
percentage as shown in (4). It is defined as the maximum
value of the voltage drop across the equivalent grid impedance
(∆VZg = Ipcc×Zg) over the amplitude of the nominal phase
to ground voltage (Vd base = 230
√
2). This term is useful to
determine the maximum desired detectable impedance changes
based on the monitored PCC voltage magnitude, Vd. So, it
will be referred to it in the rest of this paper as the voltage





Fig. 4 shows the relationship between Vs and Zg for a
2.2 kW and 5 kW inverter systems denoted by 1 and 2,
respectively. Fig. 4 can be used to select appropriate values
for Vs to detect specific impedance changes. For instance, Vs
should be set to a value equal or less than 0.74% but not zero in
order to detect an impedance change with a resolution of Rg=
0.4 Ω and Lg= 0.35/ωs for a 2.2 kW inverter operating at its
nominal current (In1). Similarly, Vs should be set to ≤0.37%
0 0.25 0.5 0.75 1 1.25 1.5






















Fig. 4: Voltage sensitivity factor (threshold) as a function of
the equivalent grid impedance and the injected currents of two
inverters with different rated powers.
when the inverter injects 0.5 × In1. This allow continuous
monitoring of Vd and a trigger signal could be generated once
any change in Vd related to Zg is observed. After that, the
trigger signal will activate an online grid impedance estimation
technique to obtain accurate information about the new values
of the equivalent grid impedance components (Rg and Lg).
D. Grid Impedance Estimation using PQ Variations
Fig. 5 illustrates the proposed event-based PQ variations
strategy. The main idea is to intentionally enforce the inverter
to work in different operating points throughout deliberate
variations in the output active and reactive power [22]. Then,
the grid impedance can be extrapolated by avoiding the
unknown grid voltage source (Vg); see (3). The PQ variations
strategy shown in Fig. 5 is based on three operating points,
similar to [27]. However, further modifications are considered
here including the implementation into a single loop controller
in the dq reference frame. Furthermore, the proposed technique
here has the advantage of avoiding the unnecessary periodic
PQ variations compared to what was proposed in [22]–[27].
The PQ variations will be activated only if a trigger command
is received. Therefore, it minimizes the required PQ variations.
The motivation behind adapting PQ variations based on three
operating points is to minimize the inherent coupling in the dq
reference frame [27]. This leads to a significant improvement
in the impedance accuracy without any need to set the inverter
output active power to zero during the estimation process.
The required variations in the active power and reactive
power are denoted by (∆P ) and (∆Q), respectively. Then,
PQ open-loop power control translates the active and reactive
power command signals (P ∗ −∆P & Q∗ + ∆Q) into d and
q components of the reference current (I∗d & I
∗




















Then, the grid impedance is estimated based on sampling
three operating points, where ∆T is the total time required
to obtain these three operating points. The procedure of the
proposed impedance estimation is summarized as follows:
1) An enable command activates the PQ variations.
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Fig. 5: The proposed event-based variations technique of active
and reactive power for grid impedance estimation.
2) The first operating point is obtained from the steady-
state conditions of the system at ∆t1, before applying
any variations in P ∗ and Q∗.
3) Rg is estimated by considering ∆P for a specific time
∆t2 to obtain the second operating point. Then, Rg is
calculated from the real part of (6) as shown in (7).
4) Lg is estimated by considering ∆Q for a specific time
∆t3 to obtain the third operating point. After that, Lg
is calculated from the imaginary part of (6) as shown in






























q are the decomposed symmetrical
positive-sequences in the dq reference frame. The use of
positive-sequence components is adopted for reliability rea-
sons, as it will be explained in Subsection E. (7) and (8) are



























E. The Proposed Online Even-based Grid Impedance Estima-
tion Technique
Fig. 6 shows the detailed flow chart of the proposed event-
based online grid impedance estimation technique. Moreover,
Fig. 7 gives further explanation on the online implementa-
tion. Once the algorithm starts, the PQ variations will be
enabled immediately to allow initialization of the impedance
parameters. Then, any detection of change in the grid voltage
amplitude exceeding the predefined conditions, i.e. of Vs,
will be used to trigger the PQ variations technique again.
Monitoring of the grid voltage amplitude is achieved based
Fig. 6: The flow chart of the proposed algorithm for event-
based grid impedance estimation technique.
Fig. 7: The proposed methodology for online grid impedance
estimation.
on the d-component of the positive-sequence, V +d . This is to
ensure the monitoring process is achieved based on balanced
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components even if the original grid voltage is unbalanced
[17]. Then, this voltage is properly filtered (V +d fil) using a
low pass filter (LPF) with a desired settling time (Tst) before
it is sent to the trigger unit for continuous monitoring purposes.
Then, the absolute percentage error in the voltage amplitude,
denoted by Ev , is calculated with respect to its initial value
(V +d base). After that, the trigger unit used the error information
to make a decision whether to enable the PQ variations again
to estimate the grid impedance or not.
In more details, the trigger unit works as follows: 1) it
continuously checks three conditions and compares them to
their thresholds in order to decide the cause of the PCC voltage
magnitude rise/drop. These conditions are the variation of
active power reference (∆P ∗), the variation of the reactive
power reference (∆Q∗), and the error Ev; 2) ∆P ∗ and ∆Q∗
are averaged over a 5 Hz window, where their current values
are compared to the previous values to detect any changes in
their values. After that, the detected absolute ∆P ∗ and ∆Q∗
will be compared to predefined thresholds (∆P ∗thr and ∆Q
∗
thr)
greater than zero. If any of these two (or both) conditions
are satisfied, the estimation algorithm will not be activated
to avoid unnecessary PQ variations. However, V +d base value
will be updated to V +d fil; and 3) If any change in Ev is
detected and it is bigger than the threshold value Vs, a timer
is activated. The time value of the timer is named ttr and its
initial condition is set to 0 sec. If Ev remains larger than the
threshold value for more than ttr, a trigger signal is sent to
enable the PQ variations and V +d base value will be updated to
V +d fil. Otherwise, if Ev does not exceed the threshold value
within ttr, the timer is reset to 0 sec.
Vs can be chosen to a wide range of values, but it should
be within the desired resolution of the grid impedance to be
detected. It is worth mentioning that the timer value is chosen
here to ttr= 0.4 sec since we target the steady operation of
the inverter and to avoid any short-term grid transients.
III. SIMULATION RESULTS
A 3-phase 3-wire inverter system based on the discrete-time
model is simulated using MATLAB/Simulink environment and
PLECS toolbox components. The simulated inverter system
is shown in Fig. 1. The system parameters are listed in
Table I. Three case studies are investigated to demonstrate
the performance of the proposed event-based online grid
impedance estimation technique. The first case study compares
the proposed technique with the conventional PQ variations
technique. The second case study examines the performance of
the proposed technique as a function to different realistic R/X
ratios for the low voltage distribution networks. Finally, the
third simulated case study looks into effects of the impedance
of other converters, located close to the inverter estimating the
grid impedance.
A. Comparison Between the Proposed and the Conventional
Techniques for Online Grid Impedance Estimation
The sequence of the simulated events is: 1) at 0 sec:
the inverter starts by injecting only active power at 2.2 kW
and the grid impedance parameters are set to Rg = 0.8
Ω and Lg = 2.22 mH, double of the impedance param-
eters’ values presented in Table I; 2) at 0.6 sec: the grid
impedance estimation algorithm is enabled. The algorithm
initialization parameters are set to P ∗=Pn= 2.2 kW, Q∗= 0
Var, Vs= 0.3% , V +d base= 230
√
2 V, Tst= 0.1 s, ttr= 0.4 sec,
∆P = ∆Q = 20%Pn , ∆T= 0.3 sec, ∆P ∗thr= 5 W, ∆Q
∗
thr=
5 Var; 3) at 3 sec: the impedance components are reduced to
Rg = 0.4 Ω and Lg = 1.11 mH, half of its previous value.
Vs= 0.3% is sufficient to detect the impedance changes with
a resolution of Rg = 0.4 Ω and Lg = 1.11 mH, when the
inverter injects current within the range In/2 ≤ I ≤ In as
illustrated previously in Fig. 4; and 4) at 4.5 sec: the active
power reference is reduced to P ∗= 0.8 kW.
Fig. 8a shows V +d fil with Tst= 0.1 sec. V
+
d fil reaches 329.6
V at 0.1 sec, then it was reduced to 327.7 V and to 326.6 V
corresponding to Zg and P ∗ changes at 3 sec and 4.5 sec,
respectively. Fig. 8b compares the constant threshold Vs with
the instantaneous error to generate a trigger once the pre-
set conditions are satisfied. At 0.1 sec, Ev is 1.33 % due
to the different between the initial V +d base= 325.2 V and the
measured V +d fil= 329.6 V. Once the grid impedance algorithm
starts at 0.6 sec, V +d base value is updated as illustrated in Fig.
6. Consequently, the Ev is reset to zero. Similarly, these values
are updated at 3.45 sec and 4.6 sec. Zg estimation algorithm
is enabled two times, at 0.6 sec and 3.45 sec, as shown in Fig.
8c. At each time the PQ variations are enabled, V +d base will
be updated simultaneously.
Fig. 9a shows the inverter’s output power when the proposed
grid impedance technique is activated at 0.6 sec. ∆P and
∆Q are applied from 0.7 sec and 0.8 sec, each for 0.1 sec.
these variations are necessary to obtain the second and third
operating points, respectively. The other PQ variations are
applied at 3.55 sec and 3.65 sec. On the other hand, Fig. 9b
shows the periodic variations technique (conventional) based
on [27] for the same test conditions. Similarly, all previous
studies followed only the periodic PQ variations for the grid
impedance estimation purposes [22]–[26]. Fig. 9 shows the
superiority of the proposed method. It significantly reduces un-
necessary frequent PQ variations. This is important especially
in multi-inverter systems where the continuous oscillation of
output power of parallel inverters could lead to power quality
issues.
Fig. 10 compares the estimated grid impedance from both
proposed event-based PQ variations and the periodic PQ
variations techniques for the same test conditions. In both
techniques, the grid impedance components (resistance and
inductance) values were updated for the first time at 0.9 sec
with small estimation errors with respect to the references.
Then, the grid impedance was updated once only at 3.75 sec
using the proposed technique. In contrast, Zg components
values were continuously updated each 0.3 sec using the
conventional technique. Fig. 10 confirms that the proposed
technique detected the impedance changes around 0.45 sec
later than the conventional technique. This time delay is
required for the trigger unit to verify the impedance changes,
see Fig. 6. As a result, the proposed technique has the
advantages of avoiding unnecessary continuous PQ variations
and impedance estimation each 0.3 sec compared to the
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Fig. 8: Simulation results of the proposed estimation algorithm
when the inverter injects only active power: (a) The monitored
grid voltage magnitude, (b) The voltage threshold and error
signals, (c) The trigger command.
conventional technique.
B. The Performance of the Proposed Technique for Different
R/X Ratios for the Low Voltage Network
Typical low voltage distribution networks are characterized
by their high R/X ratios. Therefore, different realistic values
of R/X ratios are considered in this case study. The inves-
tigated R/X ratios are listed in Table II, where the values
are obtained from the European Low Voltage Test Feeder
benchmark [35].
The sequence of the simulated events is similar to the pre-
vious case study. Fig. 11 compares the constant threshold Vs
with the instantaneous measured errors obtained for the R/X
ratios of 9.43 and 6.25, respectively. For both R/X ratios,
the trigger signals were generated successfully at the moment




















































Fig. 9: Delivered power at the PCC for: (a) the proposed even-
based PQ variations techniques, (b) The conventional periodic
PQ variations.










































Fig. 10: Comparison between the proposed and the conven-
tional periodic PQ variations techniques: (a) Grid resistance,
(b) Grid inductance.
of enabling the estimation algorithm and when the impedance
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TABLE II: The investigated R/X ratios.
No. R (Ω/km) X (Ω/km) R/X ratio
Z1 0.868 0.092 9.435
Z2 0.469 0.075 6.253





































Fig. 11: Simulation results for two different R/X ratios:
voltage threshold and voltage error signals.
changes are confirmed. Additionally, Fig. 11 reveals that more
voltage drop was associated with the larger R/X ratio.
Fig. 12a and Fig. 12b show the estimated resistance and
inductance of grid impedance, respectively. Overall, the pro-
posed technique provides very good estimation results for both
R/X ratios. Nevertheless, the obtained results are slightly
less accurate for the case of the larger R/X ratio, especially
the inductive component. This is due to the associated larger
coupling between P and Q powers in low voltage networks
due to their larger R/X ratios [36].
C. Performance Evaluation in Multiple Grid-connected In-
verters
This subsection examines the effects on the impedance at
fundamental frequency in the presence of another inverter, lo-
cated close to the inverter estimating the grid impedance. Two
parallel grid-connected inverters operating in current mode
are considered. Fig. 13a shows the network impedance model
based on Norton equivalent circuit of the inverters. Therefore,
the equivalent impedance seen by the inverter 1 (Zeq−pcc1)
will be the parallel connection of impedances Zg and Zo−inv2,
where Zo−inv2 is the output impedance of inverter 2. The
value of grid impedance dominates the equivalent impedance
at low frequencies since Zg  Zo−inv2.
Fig. 13b shows the bode plot of the analytical impedances
in the d-axis. The plotted impedances at d-axis are the
grid impedance (Zgdd), the output impedance of inverter 2
(Zoddc−inv2) and the equivalent network impedance seen by
inverter 1 (Zeqdd−pcc1). Inverter 2 is interfaced to the utility
grid through an L-filter and it operates in unity power factor,
where its rated power is 5 kW. And Zoddc−inv2 is presented
in [37]. Fig. 13b shows that both the equivalent network seen
by inverter 1 and the grid impedance are identical at 50 Hz,
Zeqdd−pcc1(50 Hz) ∼= Zgdd(50 Hz). Hence, the RL model of
the grid impedance at the fundamental frequency is valid and

































































Fig. 12: Comparison of the estimated impedance components
using the proposed technique for two different R/X ratios:
(a) Grid resistance, (b) Grid inductance.
(a)
(b)
Fig. 13: (a) Equivalent impedance model of two parallel grid-
connected inverters operating in current mode, (b) Bode plot
of the impedances at d-axis.
provides very accurate results even in the presence of other
nearby inverters.
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Fig. 14: The experimental test setup used for testing the
proposed technique of online event-based grid impedance
estimation.
IV. EXPERIMENTAL RESULTS
Fig. 10 shows the experimental test setup. The control
algorithm was implemented using MATLAB/Simulink and
then built to dSPACE 1103 controller board. A 3-phase inverter
rated at 2.2 kW was used. It was supplied by a 650 V
DC voltage source. The inverter was interfaced with the grid
through an LC filter, Lf = 1.8 mH and Cf= 4.7 uF. Moreover,
the inverter was connected to the low voltage network (230
V and 50 Hz) through a 5 kVA isolation transformer with
a leakage inductance of 1.5 mH and resistance of 0.3 Ω. In
addition, an extra impedance consisting of a resistance and an
inductance with values of 1 Ω and 2 mH was used to test the
grid impedance variations.
The extra impedance was inserted in series between the PCC
and the isolation transformer using a switch. The switch was
manually controlled to allow the extra impedance to be added
after a certain time. Several case studies were investigated. In
all case studies, the proposed algorithm was tested for the
impedance jump from Rref1= 1.5 Ω and Lref1= 1.5 mH,
without the additional impedance, to Rref2= 2.5 Ω and Lref2=
3.5 mH, with the additional impedance.
The rationale for choosing the value of the additional
impedance for the experimental tests was to maintain a sig-
nificant ratio of change with respect to initial values. This
was a limitation of the existent experimental setup, where
the scale down 5 kVA distribution transformer resulted in a
significantly larger leakage inductance which dominates the
grid impedance, unlike realistic LVDNs where the distribution
transformers are typically rated higher than 50 kVA and up to
500-1000 kVA, which results in a significantly smaller leakage
inductance.
The first case study considered a jump in active power
reference and grid impedance, respectively. Fig. 15a shows
the monitored V +d fil. Initially, its value was around V
+
d fil=
331 V when the inverter injected only active power at P ∗ = 1





















































Fig. 15: Experimental results when the inverter injects active
power: (a) The monitored grid voltage, and (b) The voltage
threshold and error signals.
kW. This value is changed to V +d fil= 333.7 V and to V
+
d fil =
338.5 V. The last two changes in the grid voltage amplitude
are corresponding to the change in the active power reference
to P ∗= 2 kW and to the inserted additional impedance using
the manual switch, respectively. The threshold Vs= 0.3% is
continuously compared with Ev , as shown Fig. 15b. The error
exceeded the threshold four times. Two times, the first and
fourth times, were temporary fluctuations due to the deliberate
PQ variations required for impedance estimation. The other
two occasions are due to the change in P ∗ and Zg at 2.29 sec
and 3.84 sec, respectively. The estimation algorithm is able
to distinguish these different cases and only triggers the PQ
variations at 4.27 sec, besides the first one at 1.09 sec to find
the initial value of the impedance.
Fig. 16 shows results in ControlDesk for the grid impedance
estimation. The first values of the grid impedance parameters
are obtained at 1.39 sec, after the estimation algorithm is
activated at 1.09 sec. Rest1= 1.40 Ω and Lest1= 1.49 mH.
These values are updated to Rest2= 2.51 Ω and Lest2= 3.51
mH at 4.57 sec. Fig. 16 also shows P ∗ and Q∗.
Another case study experientially tested is shown in Fig.
17. It represents the activation of grid impedance estimation
algorithm when there is no power flow between the inverter
and the grid. The estimation algorithm is activated at 1.316 sec.
Then, the inverter starts absorbing reactive power Q∗= 1 kVar
at t = 2.6 sec. Finally, an impedance jump is applied at 3.91
sec. Fig. 17a and Fig. 17b show the inverter output current and
the monitored V +d fil, respectively. Fig. 18 shows the results
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Fig. 16: ControlDesk interface displays the experimental
results when the inverter injects active power: (top) The
estimated grid resistance (Ω), (middle) The estimated grid
inductance (H), (bottom) The inverter power references, P ∗
and Q∗, (W, Var).
in ControlDesk for the online estimated grid impedance. The
first set of the estimation results is obtained at 1.62 sec, where
Rest1= 1.42 Ω and Lest1= 1.47 mH. These values are updated
to Rest2= 2.56 Ω and Lest2= 3.96 mH at 4.64 sec. This is
evident that the proposed grid impedance estimation algorithm
is reliable, where it has the ability to initialize the grid
impedance values immediately after the estimation algorithm
is activated, even without power flow between the inverter and
the grid. The application of grid impedance measurements in
such operating scenario could be, for example, the adaptive








































Fig. 17: Experimental results when the inverter only absorbs
reactive power: (a) Inverter output current, (b) Monitored grid
voltage.
control tuning of grid-connected inverter during start-up.
Table III summarizes the above-investigated tests, named
Test 1 and Test 2, respectively. Two additional tests consid-
ering other operating scenarios of the grid-connected inverter
system are also reported. These include the injection of active
power and injection/absorption of reactive power; see test 3
and test 4, respectively. In each of these tests, the equivalent
grid impedance components changes from Rref1= 1.5 Ω &
Lref1= 1.5 mH to Rref2= 2.5 Ω & Lref2= 3.5 mH. Results
validate that the proposed technique successfully updates the
impedance values only after impedance changes occurred.
The results presented in Table III also indicate that the
errors in both the resistive and inductive components are
slightly larger for the last two case studies, Test 3 and Test
4. These two case studies are associated with the non-unity
power factor operation of the inverter, which represent extreme
and unrealistic operating modes of grid-connected inverters
Q∗ = ±45% of the inverter rated power. The increase in
the estimation errors is explained from the inherent coupling
in the dq reference frame between the active and reactive
powers. The effect of this coupling is well-known in the
literature, which also poses challenges to accurate control
of active and reactive powers especially in low voltage with
high R/X ratios [36]. It is important to point out that the
proposed technique enables the inverter to estimate the grid
impedance even in standby mode, e.g. Test 2. This makes the
proposed technique more reliable compared to the observer-
based method [30], which requires power flow in order to
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Fig. 18: ControlDesk interface displays the estimated
impedance when the inverter only absorbs reactive power:
(top) The estimated grid resistance (Ω), (bottom) The esti-
mated grid inductance (H).
TABLE III: Experimental results of online impedance estima-
tion for different tested operating conditions of the inverter.








Test 1 P ∗1 = 1 kW, P
∗
2 = 2 kW, 1.40 1.49 2.51 3.51
Q∗= 0 kVar
Test 2 Q∗1= 0 kVar, Q
∗
2= -1 kVar 1.42 1.47 2.56 3.96
P ∗= 0 kW
Test 3 P ∗= 1.5 kW, Q∗= +1 kVar 1.33 1.25 2.52 3.49
Test 4 P ∗= 1.5 kW, Q∗= -1 kVar 1.35 1.41 2.56 3.71
obtain the grid impedance using RLS.
It is worth mentioning that the technique proposed in
this paper is limited to grid impedance estimation at the
fundamental frequency only. While the proposed technique
estimates the grid impedance online, it requires a certain time
frame to be used for the trigger unit and the active and reactive
power variations. Therefore, some suitable applications for the
proposed technique include: voltage control, reactive power
support, decoupling the inner current control, and adaptive
tuning adaptive controller tuning for grid-connected inverters
based on gain scheduling.
V. CONCLUSION
This paper proposed an online event-based estimation tech-
nique to estimate the equivalent grid impedance of balanced
three-phase systems at the point of common coupling of the
inverter. The estimation technique is embedded into the control
loop of a three-phase grid-connected inverter. It is based
on a combination of continuous monitoring of the positive-
sequence amplitude of the grid voltage and PQ variations
technique. Once a change in the voltage amplitude that is
related to impedance changes is detected, a trigger signal will
be generated and sent to enable the PQ variations technique
to accurately estimate the new grid impedance value. Results
show that the proposed grid impedance technique significantly
reduces the required PQ variations. Apart from that, the
proposed technique offers the advantage of being able to
estimate the grid impedance values immediately after the
estimation algorithm is activated, even if there is no power
flow between the inverter and the grid. The performance
comparison between the proposed grid impedance estimation
technique and a conventional periodic PQ variations is also
presented. Both simulation and experimental results are pro-
vided to validate and confirm the effectiveness of the proposed
estimation technique.
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